
Iron Bark

Iron Bark tree has been revered in this Australian land for 
thousands  of years and always known for its natural beauty, 
strength and durability. 

Grade: Organic. Stagwood Organic celebrates the qualities by 
offering a complete balanced natural selection of the tree including 
very straight to wavy dense grains and features.

Tone: Brown shades to chocolate tones & deep reds 

Botanical names: Red Iron Bark – Eucalyptus Crebra and Fibrosa.

Durability: Class 1 High (above ground) 40+ years

Strength Group: Grey IBK - Very High (SD1 Seasoned).
Red IBK – High (SD3 Seasoned).

Hardness: Grey  - Very Hard (Janka 16).
Red  – Very Hard (Janka 11.9)

Density: Grey IBK - 1106 -  1170Kg/m3. 

BAL Rating AS3959-2009: BAL 19-29

Termites: Resistant

Spotted Gum
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Spotted Gum is a premium Australian hardwood 
famous for its luxury appearance and high degree of 
natural strength, durability and fire resistance.

Grade: Organic. Stagwood Organic celebrates the qualities 
by offering a complete balanced natural selection of the tree 
including very straight to wavy dense grains and features.

Tone: Varied, and dark colour palette, typically featuring 
medium to deep chocolate browns, warm tan, and occasional 
red-brown hues.

Texture: Dense grain with a soft, mottled effect.

Botanical names: Corymbia Citriodora, Corymbia Henryi, 
Corymbia maculata

Durability: Class 1 High (above ground) 40+ years

Strength Group: High (SD2 Seasoned)

Hardness: Very Hard (Janka 10.1)

Density: 990 – 1180Kg/m3

BAL Rating AS3959-2009:  BAL 19-29

Treatment: H2 Internal & H3 External application

Termites: Resistant

Wharf Sawn Face Hardwood

(Ship Lap profiles shown)

Before fixing Stagwood claddings, all wall openings, vertical and horizontal 
joins, sills, heads and corners must be weatherproofed with flashing to 
comply with National Construction Codes.

Cladding Profile (Shiplap)Decking, Wharf & Squares Profiles

Dimensions are cover size.



QLD Blondes
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Before fixing Stagwood claddings, all wall openings, vertical and horizontal 
joins, sills, heads and corners must be weatherproofed with flashing to 
comply with National Construction Codes.

Wharf Sawn Face Hardwood

Cladding Profile (Shiplap)Decking, Wharf & Squares Profiles
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(Ship Lap profiles shown)

Queensland Blondes bring together the best of Australian 
hardwoods, including Grey Box, Tallowwood, White Mahogany 
and Messmate. Their attractive grain and lighter colour palette 
is a favourite of architects, designers and owners alike. 

Grade: Organic. Stagwood Organic celebrates the qualities 
by offering a complete balanced natural selection of the tree 
including very straight to wavy dense grains and features.

Tone: Sandy, golden tones to soft browns.

Texture: Dense grain with curved to wavy effects

Botanical names: Grey Box -Eucalyptus Moluccana, White 
Mahogany -Woolisiana ssp. Microcarpa, 
Tallowwood-Microcorys and Acmenoides

Durability: Class 1 High (above ground) 40+ years

Hardness: Hard (Janka 8.6) - Very Hard (Janka 15)

Density: 950 - 1230Kg/m3

BAL Rating AS3959-2009: BAL 12.5-19

Termites: Resistant

QLD Reds

Forest Red Gum is a dense, durable and highly versatile 
species. Ideal for flooring, its attractive grain and colour 
palette is a favourite of architects and designers.

Grade: Organic. Stagwood Organic celebrates the qualities 
by offering a complete balanced natural selection of the 
tree including very straight to wavy dense grains and 
features.

Tone: Soft cherry tones to deep rich burgundy.

Botanical names: Eucalyptus Tereticornis

Durability: Class 1 High (above ground) 40+ years

Strength Group: Medium High (SD4 Seasoned)

Hardness: Very Hard (Janka 11.3)

Density: 1000 – 1170 Kg/m3

BAL Rating AS3959-2009: BAL 12.5-19

Termites: Resistant


